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ACRYLONITRILE (ACN)

TiPiK DEGERLER
TYPICAL VALUES

Spesifik gravite 20° / 20°

) _ _ METODU BiRIMi
OZELLIKLERI / PROPERTIES METHOD

Specific Gravity 20° | 20° ACRN-23 0.804
}L';:fz';::;’ ot ASTM Do6 c 75
g2 %97 Frak_s!yonu ASTM D86 °c %
= %07 Fraction
mﬂm? ; ASTM E1863 ma/kg 253
,?::;;t (m";;;m ASTM E1788 ma/kg 89
:fl;e?y?s:r ACRN-5 ma/kg 5.8
:cs;':nn ASTM E1863 mag/kg 23.6
mm ASTM E1863 ma/kg 5
]  Fiainum Cobalt ol ASTMEH178 .
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PRODUCT CATALOG

ACRYLONITRILE (ACN)

METODU BiRiMi TiPiK DEGERLER
OZELLIKLERi /| PROPERTIES METHOD UNIT TYPICAL VALUES

Bak
Coppe ACRN-8 —
Hidrojen Siyanir
M.stileter hidrokinon
Monometyhl Ether Hydroguinone ACRN-13 ma/kg 40
Demi
Iron r ASTM E1178 ma/kg 0.08
Ugucu Olm:. lar
Ngn Volatile fé'"}w ACRN-16 ma/kg 322
Peroksit
Peroxide ASTM E1784 mga/kg 0.05
Su
Water ACRN-22 mg/kg 4280
Refraktif indeks(25°C) )
Refractive Index (25°C) ASTM D1218 1.388
PH (%5 lik)
PH (%5) ACRN-19 = 7
Bulanikhk
Turbidity ASTM D6855 NTU 0.6
Y BERRAK SMO
TAVSIYE EDILEN Aliliic Elysf, Akrilik Baya, Nitril Kauguk imalatiannda kaplar, oyucaklar
KULLANIM ALANLARI
RECOMMENDED APPLICATIONS Production of acrylic fibers, aciylic dyes and nitrile nibbers.
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MONOETHYLENE
GLYcoL (MEG)

. . . METODU BiRiMi TiPiKk DEGERLER
OZELLIKLERI / PROPERTIES METHOD UNIT

R ASTM D4052 5 1.1152
s s ASTM E2400 s 90,04
leqions Gicol ASTM E2409 oo 0.3
ggmr ASTM E203 mg/ka 206
§ x:,;;:?mu ASTM D1078 c 197
g
E 333?:&21?31"""“ ASTM D1078 G 197.5
i gﬁ::::: ::n?,?h@ ASTM D1078 °C 13
st ASTM E2313 ma/kg 49
il i) e mg/kg
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MONOETHYLENE
GcLycoL (MEG)

. . . METODU BiRIMiI TiPiK DEGERLER
OZELLIKLERI / PROPERTIES METHOD UNIT TYPICAL VALUES
6.0

Kiil
Ash ASTM D-482 mg/kg
Toplam Demir ASTM E-202
Total ron ASTM E-304 ma/kg 0.03
Asitlik (Asetik Asit) ASTM E-202
Acidity (Acedic Acid) ASTM E-2679 mg/kg 6.26
<] Platin Kobalt Rengi B
"&8]  Platinum Cobalt Color ASTM D-1209 5
220 nm
% 220 0m ASTM E-2193 uT 90.7
o
=34 275nm
= E :
3] 2zr5om ASTM E-2193 %T 97.7
O E p-
= nm .
53 350 nm ASTM E-2193 %T -

TAVSIYE EDILEN
KULLANIM ALANLARI

RECOMMENDED APPLICATIONS

Polyaster elyaf ve fim imalatmda, otomobillerde antiitiz olarak, endistriyel sojutma sistamierinde,

Produttion of polyester fiber and film, automotive antifreszs, liquid refrigerants and

kar erifme sistemlerinde, patlayic madde imalatinda.

anti-icing compounds, explosives.
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PURE TEREPHTALIC
AcID (PPA)

OZELLIKLERI METODU BiRIMi TiPiK DEGERLER
PROPERTIES METHOD UNIT TYPICAL VALUES
Tereftalik asit
Terephthalic acid ACL-1 oW 90.74
Su
ACC-TA-14 Yow 0.25
Water
4-Karboksibenzaldehit s
P ——— ACL 5; ACC-TA-07 mg/kg 16.8
ikl ACC-TA-13 ma/kg 42
Heavy Metals
ol ACC-TA-12 ma/kg 5.6
Ash
Asit Numarasi q
Acid Number ACL-1; ASTM E200 mgKOH/g 674.44
Aenk E
ACL-6; ASTM D1209 - 5
Color
Polietilen tereftalat (PET) ve DOTP dretiminde kullamiir. PET'in kullarum
alanlari; polyester elyaf, sige, film, elektriksel yaltim malzemeleri,
TAVSIYE EDILEN KULLANIM ALANLARI kaliplama reginesi, kaplama reginesi ve yapigtincilar,
RECOMMENDED APPLICATIONS In the production of Polysthylene terephalate (PET) resins & DOTR PET
is used in the production of polyester fibers, bottles, films, elektrical
indulating materials, molding resins, coating resins and adhesives.
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